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8780.139 .-02 1 x T16 21/39W
8780.154 .-02 1 x T16 28/54W
8780.149 .-02 1 x T16 35/49W

Version

 1495mm L=

 1195mm L=

 895mm L=

251
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LIMIT
This light bar impresses with 
its low-key design and makes a 
convincing choice due to the 
unusual quality of its illumina-
tion. Glare-free despite a high 
light output. Can be installed 
horizontally or vertically. Used 
as durable, high performance 
corridor/stairway luminaire, 
but also as glare-free mirror 
luminaire.

Wall Luminaire, Indirect
A single luminaire. Aluminium 
profile luminaire in powder-
coated silver C3 or any RAL 
colour. Lateral light output 
covered with satinized opal 
silk acrylic diffuser. Luminaire 
equipped for T5 HE or HO 
fluorescent lamps with inte-
grated electronic control gear.  
3-pole terminal block for
through-wiring. Easy wall 
assembly due to accessible 
installation housing.
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General Information

All previous catalogues and the statements made therein are 
null and void with the publication of this issue. We reserve the
right to make technical and formal changes to the listed products. 
The catalogue may contain errors. The lighting data, technical 
specifications and dimensions and the representational images 
and drawings shown in this catalogue are unbinding. All stated 
measurements are approximate and, unless otherwise stated, are 
given in millimetres. Unless otherwise stated, illuminants do not 
form part of the shipment. All brand names are the property of 
their rightful owners and serve only for descriptive purposes.




