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2011 PIATTO



Version

4000.170 .-02 1 x T5 FC 60W
+ 1 x T5 FC 22W

4000.180 .-02 1 x T5 FC 60W
+ 1 x T5 FC 40W
+ 1 x T5 FC 22W

4000.190 .-02 1 x T5 FC 60W
+ 1 x T5 FC 55W
+ 1 x T5 FC 22W
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PIATTO
Luminous field as a single 
luminaire. Luminaire with 
electronic control gear for  
circular fluorescent lamps T5. 
Also dimmable with interface 
DALI or 1-10V. Prewired ready 
for installation with heat 
resistant cable. Luminaire 
suitable for emergency lighting. 
Closed sheet-metal body, white 
powder-coated. Lamp is covered 
with a complete satinized, 
genuine glass diffuser spreading 
over the rim.

PIATTO

PIATTO
This recessed luminous field 
was developed for a diffuse 
illumination of large spaces. 
The streamlined design is 
distinguished by the large, 
bright glass surface held by a 
centrally positioned stainless 
steel plate. The luminous field 
is mounted into sawd ceiling 
openings. Spring clips allow 
easy and fast assembly. 
Powerful light is provided by 
T5 circular fluorescent lamps.

71

Article No. ECG Lamp version

OD 560mm

CCO 525mm

BIH 160mm
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Technische Leuchten e. K.
Schwerter Str. 324
D-44287 Dortmund
Germany

Tel:  +49 231- 44 10 92
Fax: +49 231- 44 10 76

info@seeger-licht.de
www.seeger-licht.de

VAT ID no.: DE  124779953
Tax no.: 315/5231/0060

Amtsgericht  Dortmund
(Local first-instance court)
Commercial Register No.: HRA 16 133

General Information

All previous catalogues and the statements made therein are 
null and void with the publication of this issue. We reserve the
right to make technical and formal changes to the listed products. 
The catalogue may contain errors. The lighting data, technical 
specifications and dimensions and the representational images 
and drawings shown in this catalogue are unbinding. All stated 
measurements are approximate and, unless otherwise stated, are 
given in millimetres. Unless otherwise stated, illuminants do not 
form part of the shipment. All brand names are the property of 
their rightful owners and serve only for descriptive purposes.




