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SCALA
Wall luminaire with indirect light 
output and additional glare-free 
direct brightening. Available as 
single luminaire or strip assembly.



8750.136 .-02 1 x TC-L 36 W
8750.236 .-02 2 x TC-L 36 W
8750.140 .-02 1 x TC-L 40 W
8750.155 .-02 1 x TC-L 55 W
8750.255 .-02 2 x TC-L 55 W

8750.139 .-02 1 x T5 39 W
8750.239 .-02 2 x T5 39 W
8750.154 .-02 1 x T5 54 W
8750.254 .-02 2 x T5 54 W
8750.149 .-02 1 x T5 49 W
8750.180 .-02 1 x T5 80 W
8750.249 .-02 2 x T5 49 W

L= 480mm

L= 480mm

L= 600mm

L= 600mm

L= 600mm

D =230mm  H=70mm

L= 900mm

L= 900mm

L=1200mm

L=1200mm

L=1500mm

L=1500mm

L=1500mm

Wall Luminaire Indirect 
Sheet metal luminaire corpus
in white or Silver C3 powder 
coated. Special colours upon 
request. Direct light output 
due to microperforated corpus
backed with satinated reflection 
foil. Luminaire equipped for 
Compact Fluorescent lamps or 
T5 Fluorescent lamps 1 flame 
or 2 flame with integrated 
electronic control gear. 
Prewired for installation with 
heat resistant cable and ter-
minal block 3-pole for through 
wiring.
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TRIAS-F
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8791.118 .-02 1 x TC-De 18W
8791.126 .-02 1 x TC-Te 26W
8791.130 .-00 1 x QT-De 230W

Version

8790.118 .-02 1 x TC-De 18W
8790.126 .-02 1 x TC-Te 26/32W
8790.130 .-00 1 x QT-De 230W
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TRIAS-F
Wall mounted luminaire designed 
for deliberately neutral appear-
ance. Indirect light output 
towards ceiling luminaire. 
Shaded body to prevent inter-
ference with the light within the 
wall area above the light output.  

Wall Luminaire, Indirect
Sheet-metal luminaire body 
in white or silver C3 powder- 
coated. Special colours available 
on request. Satin-frosted silver 
reflector inside the luminaire. 
Luminaire equipped for HV 
halogen lamps or compact 
fluorescent lamps TC-De/Te 
with integrated electronic 
control gear. Prewired ready-
to-connect, with heat resistant 
cable and 3-pole terminal block 
for through-wiring.

W
hi

te
M

ad
e 

to
 R

AL

Si
lv

er
 C

3

Lamp versionECGArticle No.



TRIAS-F
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8791.118 .-02 1 x TC-De 18W
8791.126 .-02 1 x TC-Te 26W
8791.130 .-00 1 x QT-De 230W

Version

8790.118 .-02 1 x TC-De 18W
8790.126 .-02 1 x TC-Te 26/32W
8790.130 .-00 1 x QT-De 230W
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TRIAS-F
Wall mounted luminaire designed 
for deliberately neutral appear-
ance. Indirect light output 
towards ceiling luminaire. 
Shaded body to prevent inter-
ference with the light within the 
wall area above the light output.  

Wall Luminaire, Indirect
Sheet-metal luminaire body 
in white or silver C3 powder- 
coated. Special colours available 
on request. Satin-frosted silver 
reflector inside the luminaire. 
Luminaire equipped for HV 
halogen lamps or compact 
fluorescent lamps TC-De/Te 
with integrated electronic 
control gear. Prewired ready-
to-connect, with heat resistant 
cable and 3-pole terminal block 
for through-wiring.
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SOFTEC / VAUTEC

8100.070 .-02 1 x CDM-TD 70W
8100.150 .-02 1 x CDM-TD 150W

8110.070 .-02 1 x CDM-TD 70W
8110.150 .-01 1 x CDM-TD 150W
8110.500 .-00 1 x QT-DE 400W

8110.099 Top reflector

Version

240 255
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Lamp versionECGArticle No.

Wall Luminaire, Indirect 
Sheet-metal luminaire housing 
in satinized white powder- 
coated or any RAL colour. 
Luminaire equipped for double 
ended HID lamps complete with 
integrated electronic control 
gear. Covered by protection 
glass on the upper side. 3-pole 
terminal block. Easy wall 
installation due to accessible 
mounting plate. Luminaire 
with aluminium reflector and 
variable lighting technology.

SOFTEC / VAUTEC
Wall mounted luminaire as 
indirect spotlight. Light output 
directed by high performance 
aluminium reflector. Glare-
free indirect light. Particularly 
suitable for illuminating 
public areas by integrating 
the reflection ability of ceiling 
systems. The additional SOFTEC 
reflector screen allows direct 
surface illumination through 
secondary technology.



SOFTEC / VAUTEC

8100.070 .-02 1 x CDM-TD 70W
8100.150 .-02 1 x CDM-TD 150W

8110.070 .-02 1 x CDM-TD 70W
8110.150 .-01 1 x CDM-TD 150W
8110.500 .-00 1 x QT-DE 400W

8110.099 Top reflector

Version

240 255
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Wall Luminaire, Indirect 
Sheet-metal luminaire housing 
in satinized white powder- 
coated or any RAL colour. 
Luminaire equipped for double 
ended HID lamps complete with 
integrated electronic control 
gear. Covered by protection 
glass on the upper side. 3-pole 
terminal block. Easy wall 
installation due to accessible 
mounting plate. Luminaire 
with aluminium reflector and 
variable lighting technology.

SOFTEC / VAUTEC
Wall mounted luminaire as 
indirect spotlight. Light output 
directed by high performance 
aluminium reflector. Glare-
free indirect light. Particularly 
suitable for illuminating 
public areas by integrating 
the reflection ability of ceiling 
systems. The additional SOFTEC 
reflector screen allows direct 
surface illumination through 
secondary technology.
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General Information

All previous catalogues and the statements made therein are 
null and void with the publication of this issue. We reserve the
right to make technical and formal changes to the listed products. 
The catalogue may contain errors. The lighting data, technical 
specifications and dimensions and the representational images 
and drawings shown in this catalogue are unbinding. All stated 
measurements are approximate and, unless otherwise stated, are 
given in millimetres. Unless otherwise stated, illuminants do not 
form part of the shipment. All brand names are the property of 
their rightful owners and serve only for descriptive purposes.




